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1) USER A MOVES HIS MAP

2) USER A's MAP INFORMATION IS SENT TO A LOCATION MANAGER

LOCATION |,
MANAGER

3) LOCATION MANAGER PUSHES USER A's NEW MAP INFORMATION TO ALL OTHER USERS

USER B USERC USERD

4) THE MAPS OF ALL USERS ARE UPDATED WITH USER A's NEW MAP INFORMATION

FIG. 1
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1
SYSTEM AND METHOD FOR MAP
COLLABORATION

GOVERNMENT RIGHTS

This invention was not made with United States Govern-
ment support. The United States Government does not have
certain rights in this invention.

TECHNICAL FIELD

The present disclosure relates to a system and method for
map collaboration.

BACKGROUND

In many kinds of planning situations, multiple users need
to remotely collaborate on a shared map. If the shared map is
large enough, each user may have no idea what portions of the
map the other users are currently viewing. The users may also
have no way to quickly move to the locations other users are
viewing. Current map collaboration systems display only the
current location of each user, and permit only a single (i.e.,
either a two dimensional or a three dimensional) map envi-
ronment.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 illustrates an embodiment of a map collaboration
system.

FIG. 2 is an example display of a map collaboration sys-
tem.

FIG. 3 is another example display of a map collaboration
system.

FIG. 4 is a block diagram illustrating steps and features of
a map collaboration process and system.

FIG. 5 is a block diagram illustrating steps and features of
another map collaboration process and system.

FIG. 6 is ablock diagram of'a computer system upon which
one or more embodiments of the present disclosure can
execute.

DETAILED DESCRIPTION

The following description and drawings sufficiently illus-
trate specific embodiments to enable those skilled in the art to
practice them. Other embodiments may incorporate struc-
tural, logical, electrical, process, and other changes. Portions
and features of some embodiments may be included in, or
substituted for, those of other embodiments. Embodiments
set forth in the claims encompass all available equivalents of
those claims.

In an embodiment of a map collaboration system, each user
is provided with a customizable icon. The icon for each user
is placed on the map at the location that he or she is currently
viewing (or that is being displayed on a device that is associ-
ated with that user). In three dimensional map environments,
the icon is also placed at the altitude of the user. This allows
every user to be aware of what segments of the map that other
users have displayed on their devices. A user can click on an
icon, and jump to the portion of the map that is displayed on
the device associated with the selected user icon. A user can
also click on a user in a list of users and immediately jump to
the portion of the map that is currently displayed on the
selected user’s device.

An embodiment can also display on the map a graphic that
represents the portion of the map that is displayed to each
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user. As illustrated in FIG. 2, in two dimensional map envi-
ronments, the graphic can be a polygon surrounding each user
icon. As illustrated in FIG. 3, in three dimensional map envi-
ronments, the graphic can be a pyramid that intersects with
the earth, and that represents the volume of space that is
displayed on the device of a user. These visualizations allow
users to easily determine the areas of the world that are in each
user’s view range.

Additionally, an embodiment displays the real-time loca-
tion of all users and also highlights the portion of the map that
is currently displayed on a device associated with each user.
An embodiment further allows some users to use two dimen-
sional maps and at the same time or during the same session
others to use three dimensional maps, with the two dimen-
sional and three dimensional visualizations functioning in
one or more map environments.

Consequently, one or more embodiments address the fol-
lowing issues with current map collaboration systems. First,
an embodiment permits remotely located users to collaborate
on a shared map in real time. Second, on large maps, an
embodiment permits users to be aware of what portion of the
map other users are viewing (or at least the portion of the map
that is displayed on another user’s device). Third, an embodi-
ment permits a user to quickly jump to other users’ locations.
While prior map systems have attempted to provide these
capabilities, such as by syncing the position of a map between
two or more users, and/or collaboratively editing the map,
such prior systems provide no visual representation of where
all active users are located.

In an embodiment, each user has a customizable icon, and
the icon for each user is placed at the location that is displayed
on a device associated with that particular user. Users can
click on the user name of other users to jump to the location of
the other users (that is, display what is displayed to the other
users). Such a display includes a visual representation of the
area each user can see, and the area is displayed around each
user’s icon. As noted, users can instantly jump to the location
of other users, can see the real-time location of other users,
and can see what areas of the map are being displayed to other
users. As noted, an embodiment can handle the differences
between different types of maps during a collaboration ses-
sion, that is, between two dimensional and three dimensional
maps.

FIGS. 4 and 5 are block diagrams illustrating steps and
features of two example embodiments of map collaboration
processes and systems. FIGS. 4 and 5 include a number of
process blocks 405-476 and 505-566 respectively. Though
arranged serially in the examples of FIGS. 4 and 5, other
examples may reorder the blocks, omit one or more blocks,
and/or execute two or more blocks in parallel using multiple
processors or a single processor organized as two or more
virtual machines or sub-processors. Moreover, still other
examples can implement the blocks as one or more specific
interconnected hardware or integrated circuit modules with
related control and data signals communicated between and
through the modules. Thus, any process flow is applicable to
software, firmware, hardware, and hybrid implementations.

At 405, a map of a geographic area is displayed on a device
associated with a first user, and at 410, an icon is displayed on
the device associated with the first user. The icon represents a
second user. At 415, an indication is displayed on the device
associated with the first user. The indication represents an
area of the map displayed on a device associated with the
second user.

At 420, input is received from the first user that selects the
icon representing the second user. At 422, the map of the
geographic area that is displayed on the device associated
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with the second user is displayed on the device that is asso-
ciated with the first user. At 424, the entire map of the geo-
graphic area that is displayed on the device associated with
the second user is displayed in full screen mode on the device
associated with the first user. That is, the geographic area that
is displayed on the device associated with the second user can
be displayed on the device associated with the first user as
either a thumbnail, as the entire display, or some intermediate
sized display.

In an embodiment, the display of the indication on the
device associated with the first user that represents the area of
the map displayed on the device associated with the second
user addresses situations wherein the first user and second
user have different display capabilities. For example, at 430,
in response to a display of a three-dimensional map on the
device of the second user, the indication on the device of the
first user is displayed as a three dimensional object or form on
a two dimensional display of the device of the first user. As
another example, at 432, in response to a two-dimensional
map that is displayed on the device of the second user, the
indication on the device of the first user is displayed as a two
dimensional plane that intersects a three dimensional display
of the device of the first user. In another embodiment, two
dimensional maps can be displayed with different projec-
tions. That is, an embodiment can translate a view visualiza-
tion from one two dimensional projection to another two
dimensional projection.

At 440, the display of the map on the device associated with
the first user, the display of the icon representing the second
user on the device associated with the first user, and the
display of the indication on the device associated with the first
user, occur in real time or near real time. At 445, the display
of the map of the geographic area on the device associated
with the first user includes a display of the entire geographic
map and a display of an icon for each user whose device has
displayed thereon at least a portion of the geographic map.
This feature provides a landscape of the location of all the
users who are using the map collaboration system. At 450, it
is noted that the device associated with the first user is a
mobile communications device. The devices associated with
the other users can also be mobile communication devices.
Also, one or more users can use a lap top computer or other
less mobile device, especially in instances wherein the user
has managerial, operator, or commander types of responsi-
bilities.

At 455, the display of the indication includes a three
dimensional display of the indication. At 457, the display of
the indication includes one or more of a location, an area, and
an altitude.

At460, auser’s own icon is displayed on the device that the
user is using. In embodiments in which the user is displaying
the icons of other users, the display of the user’s own icon
provides information to the user about the relative location of
other users.

An embodiment that uses a location manager server is
illustrated in FIG. 1. Referring to FIGS. 1 and 4, at 110 and
470, input is received from a user A. At 472, the geographic
area of the map displayed on the device associated with user
A is modified based on the input received from user A. At 120
and 474, the modified geographic area of the map displayed
on the device associated with user A is transmitted to the
location manager. Then, at 476, the devices 130 associated
with users B, C, and D are modified such that the indication
representing the area of the map displayed on the device
associated with user A is now displayed in part or in whole on
the devices 130 associated with users B, C, and D.
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FIG. 5 illustrates another embodiment of a map collabora-
tion process and system. At 505, a map of a geographic area
is displayed on a device that is associated with a first user. At
510, a list of users is displayed on the device associated with
the first user. The users on the list have communication
devices that are associated with them. The communication
devices associated with the users on the list are configured to
display at least a portion of the map of the geographic area. At
515, input is received from the first user. The input received
from the first user includes a selection of a user from the list.
At 520, the portion of the map of the geographic area that is
displayed on the device associated with the user selected from
the list is displayed on the device that is associated with the
first user.

At 525, an icon representing the user selected from the list
is displayed on the device associated with the first user. At
527, the entire map of the geographic area that is displayed on
the device associated with the user selected from the list is
displayed on the device that is associated with the first user.
That is, with this feature, the entire map of the geographic
area can be displayed on only a portion of the display of the
device that is associated with the first user (e.g., as a thumb-
nail). At 529, the entire map of the geographic area that is
displayed on the device associated with the user selected from
the list is displayed in full screen mode on the device associ-
ated with the first user. That is, with this feature, the entire
map of the geographic area is displayed on the entire area of
the display of the device that is associated with the first user.

At 530, the display of the portion of the map of the geo-
graphic area that is displayed on the device associated with
the user selected from the list includes a three dimensional
display. At 532, the three dimensional display includes one or
more of a location, an area, and an altitude.

At540, the display of the map on the device associated with
the first user, the display of the icon representing the user
selected from the list on the device associated with the first
user, and the display of the portion of the map of the geo-
graphic area that is displayed on the device associated with
the user selected from the list on the device associated with
the first user, occur in real time or near real time. At 545, the
display of the map of the geographic area on the device
associated with the first user comprises a display of the entire
geographic map and a display of an icon for each user whose
device has displayed thereon at least a portion of the geo-
graphic map. As noted above in connection with FIG. 4, this
feature permits a user to observe his or her location relative to
the locations of others. At 550, it is noted that the device
associated with the first user is a mobile communications
device. At 555, an icon is displayed on the geographic map
representing the first user. This feature, just like the previ-
ously discussed feature, permits a user to examine his or her
location as it pertains to others.

At 560, input is received from the user selected from the
list. At 562, the geographic area of the map displayed on the
device associated with the user selected from the list is modi-
fied based on the input received from the user selected from
the list (FIG. 1, No. 110). At 564, the modified geographic
area of the map displayed on the device associated with the
user selected from the list is transmitted to one or more of a
location manager (FIG. 1, No. 120) or the device associated
with the first user. At 566, the display of the device of the first
user is modified with the new portion of the map of the
geographic area that is displayed on the device associated
with the user selected from the list (FIG. 1, No. 130).

FIG. 6 is an overview diagram of hardware and an operat-
ing environment in conjunction with which embodiments of
the invention may be practiced. The description of FIG. 6 is
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intended to provide a brief, general description of suitable
computer hardware and a suitable computing environment in
conjunction with which the invention may be implemented.
In some embodiments, the invention is described in the gen-
eral context of computer-executable instructions, such as pro-
gram modules, being executed by a computer, such as a
personal computer. Generally, program modules include rou-
tines, programs, objects, components, data structures, etc.,
that perform particular tasks or implement particular abstract
data types.

Moreover, those skilled in the art will appreciate that the
invention may be practiced with other computer system con-
figurations, including hand-held devices, multiprocessor sys-
tems, microprocessor-based or programmable consumer
electronics, network PCs, minicomputers, mainframe com-
puters, and the like. The invention may also be practiced in
distributed computer environments where tasks are per-
formed by I/O remote processing devices that are linked
through a communications network. In a distributed comput-
ing environment, program modules may be located in both
local and remote memory storage devices.

In the embodiment shown in FIG. 6, a hardware and oper-
ating environment is provided that is applicable to any of the
servers and/or remote clients shown in the other FIGS.

As shown in FIG. 6, one embodiment of the hardware and
operating environment includes a general purpose computing
device in the form of a computer 20 (e.g., a personal com-
puter, workstation, or server), including one or more process-
ing units 21, a system memory 22, and a system bus 23 that
operatively couples various system components including the
system memory 22 to the processing unit 21. There may be
only one or there may be more than one processing unit 21,
such that the processor of computer 20 comprises a single
central-processing unit (CPU), or a plurality of processing
units, commonly referred to as a multiprocessor or parallel-
processor environment. A multiprocessor system can include
cloud computing environments. In various embodiments,
computer 20 is a conventional computer, a distributed com-
puter, or any other type of computer.

The system bus 23 can be any of several types of bus
structures including a memory bus or memory controller, a
peripheral bus, and a local bus using any of a variety of bus
architectures. The system memory can also be referred to as
simply the memory, and, in some embodiments, includes
read-only memory (ROM) 24 and random-access memory
(RAM) 25. A basic input/output system (BIOS) program 26,
containing the basic routines that help to transfer information
between elements within the computer 20, such as during
start-up, may be stored in ROM 24. The computer 20 further
includes a hard disk drive 27 for reading from and writing to
a hard disk, not shown, a magnetic disk drive 28 for reading
from or writing to a removable magnetic disk 29, and an
optical disk drive 30 for reading from or writing to a remov-
able optical disk 31 such as aCD ROM or other optical media.

The hard disk drive 27, magnetic disk drive 28, and optical
disk drive 30 couple with a hard disk drive interface 32, a
magnetic disk drive interface 33, and an optical disk drive
interface 34, respectively. The drives and their associated
computer-readable media provide non volatile storage of
computer-readable instructions, data structures, program
modules and other data for the computer 20. It should be
appreciated by those skilled in the art that any type of com-
puter-readable media which can store data that is accessible
by a computer, such as magnetic cassettes, flash memory
cards, digital video disks, Bernoulli cartridges, random
access memories (RAMs), read only memories (ROMs),
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redundant arrays of independent disks (e.g., RAID storage
devices) and the like, can be used in the exemplary operating
environment.

A plurality of program modules can be stored on the hard
disk, magnetic disk 29, optical disk 31, ROM 24, or RAM 25,
including an operating system 35, one or more application
programs 36, other program modules 37, and program data
38. A plug in containing a security transmission engine for the
present invention can be resident on any one or number of
these computer-readable media.

A user may enter commands and information into com-
puter 20 through input devices such as a keyboard 40 and
pointing device 42. Other input devices (not shown) can
include a microphone, joystick, game pad, satellite dish,
scanner, or the like. These other input devices are often con-
nected to the processing unit 21 through a serial port interface
46 that is coupled to the system bus 23, but can be connected
by other interfaces, such as a parallel port, game port, or a
universal serial bus (USB). A monitor 47 or other type of
display device can also be connected to the system bus 23 via
an interface, such as a video adapter 48. The monitor 47 can
display a graphical user interface for the user. In addition to
the monitor 47, computers typically include other peripheral
output devices (not shown), such as speakers and printers.

The computer 20 may operate in a networked environment
using logical connections to one or more remote computers or
servers, such as remote computer 49. These logical connec-
tions are achieved by a communication device coupled to or a
part of the computer 20; the invention is not limited to a
particular type of communications device. The remote com-
puter 49 can be another computer, a server, a router, a network
PC, a client, a peer device or other common network node,
and typically includes many or all of the elements described
above /O relative to the computer 20, although only a
memory storage device 50 has been illustrated. The logical
connections depicted in FIG. 6 include a local area network
(LAN) 51 and/or a wide area network (WAN) 52. Such net-
working environments are commonplace in office networks,
enterprise-wide computer networks, intranets and the inter-
net, which are all types of networks.

When used in a LAN-networking environment, the com-
puter 20 is connected to the LAN 51 through a network
interface or adapter 53, which is one type of communications
device. In some embodiments, when used in a WAN-net-
working environment, the computer 20 typically includes a
modem 54 (another type of communications device) or any
other type of communications device, e.g., a wireless trans-
ceiver, for establishing communications over the wide-area
network 52, such as the internet. The modem 54, which may
be internal or external, is connected to the system bus 23 via
the serial port interface 46. In a networked environment,
program modules depicted relative to the computer 20 can be
stored in the remote memory storage device 50 of remote
computer, or server 49. It is appreciated that the network
connections shown are exemplary and other means of, and
communications devices for, establishing a communications
link between the computers may be used including hybrid
fiber-coax connections, T1-T3 lines, DSL’s, OC-3 and/or
OC-12, TCP/IP, microwave, wireless application protocol,
and any other electronic media through any suitable switches,
routers, outlets and power lines, as the same are known and
understood by one of ordinary skill in the art.

The Abstractis provided to comply with 37 C.F.R. §1.72(b)
and will allow the reader to quickly ascertain the nature and
gist of the technical disclosure. It is submitted with the under-
standing that it will not be used to interpret or limit the scope
or meaning of the claims.
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In the foregoing description of the embodiments, various
features are grouped together in a single embodiment for the
purpose of streamlining the disclosure. This method of dis-
closure is not to be interpreted as reflecting that the claimed
embodiments have more features than are expressly recited in
each claim. Rather, as the following claims reflect, inventive
subject matter lies in less than all features of a single disclosed
embodiment. Thus the following claims are hereby incorpo-
rated into the Description of the Embodiments, with each
claim standing on its own as a separate example embodiment.

The invention claimed is:

1. A system comprising:

a computer processor and computer storage device oper-

able to:
display a map of a geographic area on a device associ-
ated with a first user;
display an icon on the device associated with the first
user, the icon representing a second user; and
display an indication on the device associated with the
first user, the indication representing an area of the
map displayed on a device associated with the second
user;
wherein the display of the indication on the device asso-
ciated with the first user that represents an area of the
map displayed on the device associated with the sec-
ond user comprises:
inresponse to a display of a three-dimensional map on
the device of the second user, displaying the indi-
cation on the device of the first user as a three
dimensional object or form on a two dimensional
display of the device of the first user; and
in response to a two-dimensional map that is dis-
played on the device of the second user, displaying
the indication on the device of the first user as a two
dimensional plane that intersects a three dimen-
sional display of the device of the first user.

2. The system of claim 1, wherein the computer processor
is operable to:

receive an input from the first user selecting the icon rep-

resenting the second user; and

display on the device associated with the first user the map

of the geographic area that is displayed on the device
associated with the second user.

3. The system of claim 2, wherein the computer processor
is operable to display on the device associated with the first
user in full screen mode the map of the geographic area that is
displayed on the device associated with the second user.

4. The system of claim 1, wherein the display of the indi-
cation comprises a three dimensional display of the indica-
tion.

5. The system of claim 4, wherein the display of the indi-
cation comprises one or more of a location, an area, and an
altitude.

6. The system of claim 1, wherein the display of the map on
the device associated with the first user, the display of the icon
representing the second user on the device associated with the
first user, and the display of the indication on the device
associated with the first user, occur in real time or near real
time.

7. The system of claim 1, wherein the display of the map of
the geographic area on the device associated with the first user
comprises a display of the geographic map and a display of an
icon for each user whose device has displayed thereon at least
a portion of the geographic map.

8. The system of claim 1, wherein the device associated
with the first user comprises a mobile communications
device.

5

20

35

40

45

50

8

9. The system of claim 1, wherein the computer processor
is operable to display an icon on the geographic map repre-
senting the first user.

10. The system of claim 1, wherein the computer processor
is operable to:

receive input from the second user;

modify the geographic area of the map displayed on the

device associated with the second user based on the
input received from the second user;

transmit the modified geographic area of the map displayed

on the device associated with the second user to the
device associated with the first user; and

modify, on the device associated with the first user, the

indication representing the area of the map displayed on
the device associated with the second user.
11. A system comprising:
a computer processor and computer storage device oper-
able to:
display a first portion of a map of a geographic area on a
device associated with a first user;
display a list of users, the users on the list having devices
associated with the users, the devices associated with
the users on the list displaying one or more second
portions of the map of the geographic area, wherein
the one or more second portions are different than the
first portion;
receive an input from the first user selecting a user from
the list; and
display on the device associated with the first user the
one or more second portions of the map of the geo-
graphic area that is displayed on the device associated
with the user selected from the list.
12. The system of claim 11, wherein the computer proces-
sor is operable to:
display on the device associated with the first user an icon
representing the user selected from the list; and

display on the device associated with the first user the one
or more second portions of the map of the geographic
area that is displayed on the device associated with the
user selected from the list.

13. The system of claim 12, wherein the computer proces-
sor is operable to display on the device associated with the
first user in full screen mode the one or more second portions
of the map of the geographic area that is displayed on the
device associated with the user selected from the list.

14. The system of claim 11, wherein the display of the one
or more second portions of the map of the geographic area
that is displayed on the device associated with the user
selected from the list comprises a three dimensional display
of an indication; and wherein the display of the indication
comprises one or more of a location, an area, and an altitude.

15. The system of claim 11, wherein the display of the first
portion of the map on the device associated with the first user,
the display of the icon representing the user selected from the
list on the device associated with the first user, and the display
of'the one or more portions of the map of the geographic area
that is displayed on the device associated with the user
selected from the list on the device associated with the first
user, occur in real time or near real time.

16. The system of claim 11, wherein the display of the first
portion of the map of the geographic area on the device
associated with the first user comprises a display of the geo-
graphic map and a display of an icon for each user whose
device has displayed thereon the one or more second portions
of'the geographic map.
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17. The system of claim 11, wherein the device associated
with the first user comprises a mobile communications
device.

18. The system of claim 11, wherein the display of the more
or more second portions of the map of the geographic area on
the device associated with the first user comprises:

in response to a display of a three-dimensional map on the

device of the second user, displaying on the device of the
first user a three dimensional object or form on a two
dimensional display of the device of the first user; and
in response to a two-dimensional map that is displayed on
the device of the second user, displaying on the device of
the first user a two dimensional plane that intersects a
three dimensional display of the device of the first user.

19. The system of claim 11, wherein the computer proces-
sor is operable to:

receive input from the user selected from the list;

modify the one or more second portions of the geographic

area of the map displayed on the device associated with
the user selected from the list based on the input received
from the user selected from the list;

transmit the modified one or more second portions of the

geographic area of the map displayed on the device
associated with the user selected from the list to the
device associated with the first user; and

modify, on the device associated with the first user, the one

or more second portions of the map of the geographic
area that is displayed on the device associated with the
user selected from the list.
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